
RESET Site Conditions  
Report ARCS RESET Audit In Record   Site Darwin   

FM(OPS)-011.000 Auditor    Porch  Date  15 July 2003   

The RESET Site Conditions Report is intended to record the site conditions upon arrival of the 
RESET team, giving us a chance to monitor what has happened at the site since the last 
RESET visit.  It is a way to capture your general observations on how the site is holding up and 
how it is being taken care of.  It could be carried out like a daily round, checking everything that 
the observers would check. 
 
1. Check the vans and site in general, are they clean? 
2. Check the domes and windows of the instruments: Are they clean and not damaged? 
3. Check whether the instruments are level. 
4. Check the desiccant in those instruments that use them. 
5. Check the condition of cables and connections. 
6. Check the storage of spares and supplies. 
 
Item Notes 
1.  Clean and well organized 

2. OK 

3. Ceilometer Tilt angle 0. deg. 
MWR offset.log 0. 
ORG 0.3 
MWR 0.3-0.7 
TSI 0.6 
GPS 0.3-0.5 
MFRSR 0.2-0.9 

4. OK 

5. OK 

6. OK 

 Ceilometer off about 4 minutes. 
Rex says this problem occurs when laptop rebooted 
and not forced to time sync. With dimension4 

  

  

  

  

  
 


